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CUSTOMER: MCDONNELL DOUGLAS 4/88
P.0.#: 7101D-81371 ' SHIPPER NO.: 16421 .
PRODUCT NO.: 463-12-8 PRODUCT NAME: EPOXY FLUID RESISTANT PRIMER
BATCH NO.: 134961 COLOR: GREEN, DN 9295
SPEC. NO.: DMS 1786D ’ CURING AGENT: ChA-116, 1:1 BY VOLUME
SPECIFIED ACTUAL
GRIND: 54+ 5+
WT. PER GALLON: ~ 10.44 + 0.20 10.4
% N.V.: . 60.39 * 2.00 60.1
CONDITION IN CONTAINER: - REMIXES HOMOGENEQUSLY PASSES
COARSE PARTICLES & SKINS: LESS THAN .05% PASSES
~°AS MIXED WITH CURING AGENT: i
) SPECIFIED ACTUAL
2 N.V.: i 38 - 42 38.1
VISCOSITY: 29-35 SEC. #1 ZAHN, 77° F. 31.9
POT LIFE: 8 HOURS (MIN) PASSES
7 DAYS AIR DRY )
WATER RESISTANCE: 24 HOURS IMMERSION PASSES
MEK RESISTANCE: 50 RUBS (MIN) PASSES
WET ADHESION: 24 HRS. IMMERSION, 3M/£2504" PASSES
. 7 DAYS AIR DRY :
SKYDROL: WET FOR 30 DAYS PASSES
AIR DRY STACKING: SPECS. SECTION 4.6.8.1 PASSES
FORCE DRY STACKING: SPECS. SECTION 4.6.8.2 PASSES
" GLOSS: - ©20° (MAX) 3.6
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CUSTOMER:  MCDONNELL DOUGLAS : DATE: " ( 4/88
P.O.: 7101D-81371 . SHIPPER NQ.: 16421
PRODUCT NO.: CA-116 PRODUCT NAME: CURING AGENT
BATCH: 134976 ~ SPEC. NO.:_ TRW SPEC, C600359-1

SPEC. NO.: DAC 9708926 / DMS 1786D / GE AS50TF107-S1 CL.A / GD 0-00862-1A Type I

SPECIFIED ' | ACTUAL
WI. PER GALLON: 6.75 = 0.20 | 6.8
% N.V.: | 4.50 £ 0.50 | 4.6
MEK RESISTANCE: , 50 RUBS (MIN) 504
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